AUTOMOTIVE MANUFACTURERS EQUIPMENT
COMPLIANCE AGENCY, INC.

AMECA NOTICE OF
AMECA EQUIPMENT COMPLIANCE™

This notice verifies that the item described below has been tested by an accredited (aboratory and has been
found to be in compliance with the jurisdictional standard(s) listed below where applicable. The issuance of
this AMECA Notice of Fquipment Compliance™ does not denote or imply any endorsement or
recommendation of the item described below.

Notification Number: 201571 Test Report Date: November 17, 2020
Ixpiration Date: January 1, 2024

Item: “11-CV019/11-CVoz20" - Combination Turn Signal, Tail, Stop And Backup Lamp -
Red And White In Color

Use: On 2016-2018 Model Years Chevrolet Camero Motor Vehicles

Jurisdictional Compliance Standard(S)
Identical To:  ‘United States FMVSS 571.108 Photometric Only

Item Markings: Lens: DOT SAE STRI 19 11-CVo20
Housing: 12’V

Lightsource: Turn Signal/Tail Lamp: 48 LED’s, 12.8V
Stop Lamp: 24 LED’s, 12.8V
Backup Lamp: 16 LED’s, 12.8V

Test Lab: ISOQ.A Technical Service Co., Ltd.
Report Number: 108-ISOQ.A-20-0560

& Txeditive Directot,

"AMECA"; "AMECA Edge Code/Afor automotive brake friction material); and the AMECA Logo are trademarks registered with the
US Patent & Trademark Office @nd with the US Department of Homeland Security - Customs and Border Patrol. These trademarks
are solely owned by Automotive Manufacturers Equipment Compliance Agency, Inc. and may not be used without the express
written permission of AMECA.

Form EC-1 Rev. 1/2017
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Test Component : 11-CVv019/ 11-CV020 ———
Applicant : Morimoto Lighting wwwisoqa.org | isoqa@isoqa.org

SAFETY COMPLIANCE TESTING FOR FMVSS 108

Lamps, Reflective Devices, and Associated Equipment

ISOQA Technical Service Co., Ltd.

60, Yong Long Road,
Da-Li, Taichung, 41257

Taiwan

TEST REPORT

- This report becomes effective when the signatory signs it and affixed the seal to the document.
- No part of this report may be altered and may not be reproduced except in full without the written approval of the test laboratory.

- The specification and basic data of this test report are provided by the applicant. The applicant shall be responsible for it if the
information provided is incorrect and effects the test results.

- The test results only apply to the test sample(s) received.

- The test samples are selected and provided by the applicant. The laboratory does not responsible for implement sampling.
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Signature of Responsible Laboratory Official Approval Date
Title: Laboratory Manager
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Test Component : 11-CVv019/ 11-CV020 I
www.isoga.org | isoga@isoga.org

Applicant : Morimoto Lighting
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Test Component

Applicant Morimoto Lighting

11-CV019/ 11-CV020

ISE

www.isoga.org

isoga@isoga.org

PRODUCT INFORMATION

Test Component

11-CV019/ 11-CV020

Applicant Morimoto Lighting
Manufacturer same as Applicant
Trade Mark Morimoto Lighting

Lens Material

CHIMEI Corporation ACRYREX CM-205 POLYMETHYL METHACRYLATE S-001 SMOKE

Coating of Exterior Lens

Inner Lens Material

CHIMEI Corporation WONDERLITE PC-110L POLYCARBONATE N-102 Clear $

Reflex Reflector Material

Applicable Vehicle

CHEVROLET CAMARO 2016-2018

Rated Voltage

12V

Marking on Lens

LH: DOT SAE STRI 19 11-CV020
RH: DOT SAE STRI 19 11-CV019

Marking on Housing

12V

Method of Mounting to Vehicle

bolted

* Above-mentioned information is provided by the applicant ('-' = not applicable or no information provided)

Functions Rear '[:lr':pSignal Tail Lamp Stop Lamp Backup Lamp
e — FMVSS 108 FMVSS 108 FMVSS 108 FMVSS 108
SAE J588 SAE J585 SAE J586 SAE J593
Identification Code of SAE J759 | T S R
Number of Compartments or Lamps 1 1 1 1
Color of External Lens Smoke Smoke Smoke Smoke
Color of Inner Lens or Filter Clear Clear - -
Color of Light Emitted Red Red Red White
Light Source Designation LED x 48 LED x 48 LED x 24 LED x 16
Design Voltage 128V 128V 128V 12.8V
Rated Mean Spherical Candlepower - - - -
Effective projected illuminated area of lens (mm?) 6182 N/A 6936 N/A
Method of determination Projected N/A Projected N/A
Test Item Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2020/8/4 2 2 2 2
Photometry Test Bo Yang Lee 2020/8/4 2 2 2 2
Color Test Bo Yang Lee 2020/11/10 2 2 2 2
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Test Component 11-CVv019/ 11-CV020
Applicant : Morimoto Lighting

IS@QA
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www.isoga.org | isoqa@isoqa.org

TURN SIGNAL LAMP TEST REPORT

Test Component 11-CV019/ 11-CV020
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/8/4 - 2020/11/10
Report Number 108-ISOQA-20-0560
Number of devices tested See below
Light source Designation LED x 48

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

ﬁ/wdaaa%

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : November 17, 2020




Report No. : 108-ISOQA-20-0560

Test Component 11-CVv019/ 11-CV020

Applicant : Morimoto Lighting

IS@QA
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Inspection Performed by : BoYangLlLee

PHYSICAL INSPECTION

Date

2020/8/4

Marking on Lens

LH: DOT SAE STRI 19 11-CV020
RH: DOT SAE STRI 19 11-CV019

Marking on Housing

12V

Lens Material

CHIMEI Corporation ACRYREX CM-205 POLYMETHYL
METHACRYLATE S-001 SMOKE

Coating of External Lens

Trade No/ Designation LED
Light Sources Used Quantity 48
Rated Voltage 12V
Remarks
EFFECTIVE PROJECTED LUMINOUS LENS AREA
Test Performed by : BoYanglLee Date 2020/8/4
Vehicle Type Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

buses of less than 2032 mm in overall width

Method of determination

Projected

Effective projected illuminated area
of lens (mm?)

Requirement

Value

Result

5000

6182

PASSED

Remarks
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11-CV019/ 11-CV020
Morimoto Lighting

Test Component

Applicant

IS@QA

1 T IR O]]
www.isoga.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2020/8/4
Test distance(m) 3.167 m Light Source Designation LED x 48
Tested Voltage 128V Lighted Sections : 3
_ Sample 1 (LHM) Sample 2 (RHM)
(ai:;?gi);sl:;msrf;z:g;/g) 1 min. Steady Ratio 1 min. Steady Ratio
128.70 110.70 1.16 157.80 133.10 1.19
st Poins one .Rto. Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
Tail Lamp (cd) (cd) Rto | Measured”| Rto | Measured "
5U - 20L 1 3 15 420 6.5 57.050 8.4 90.500
5D - 20L 1 3 15 420 6.6 55.960 9.7 88.300
10U - 5L 1 3 22 420 6.3 84.300 7.6 92.100
10D - 5L 1 3 22 420 6.9 86.600 7.7 104.600
5U - 10L 2 3 40 420 6.5 93.700 7.8 113.300
H-10L 2 3 55 420 6.4 93.100 8.4 118.600
5D - 10L 2 3 40 420 6.3 86.100 8.2 111.100
5U-V 3 5 95 420 6.3 116.200 7.9 123.900
H-5L 3 5 110 420 6.4 108.800 8.5 130.200
H-V 3 5 110 420 6.1 110.700 8.5 133.100
H-5R 3 5 110 420 6.5 112.400 8.2 120.400
5D-V 3 3 95 420 6.4 108.700 8.5 126.600
5U - 10R 4 3 40 420 6.4 98.600 7.8 100.800
H-10R 4 3 55 420 6.6 96.900 7.8 102.200
5D - 10R 4 3 40 420 6.6 92.600 8.1 103.000
10U - 5R 5 3 22 420 6.2 86.500 7.5 84.400
10D - 5R 5 3 22 420 6.8 86.300 7.8 100.800
5U - 20R 5 3 15 420 7.1 73.570 7.6 63.570
5D - 20R 5 3 15 420 7.2 68.190 7.7 65.050
I (4.414) (6.440)
Visibility 0.3 420 - -
118.422 134.183
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 70 283.910 375.500
2 135 272.900 343.000
3 520 556.800 634.200
4 135 288.100 306.000
5 70 314.560 313.820

M

intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.

The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous




Report No. : 108-ISOQA-20-0560 I S %% Q A

Test Component : 11-CVv019/ 11-CV020 — —
Applicant : Morimoto Lighting www.isoga.org | isoga@isoga.org
COLOR TEST

Test Performed by : BoYangLee Date 2020/11/10
Test distance(m) : 3.073m Light Source Designation LED x 48
Color of Light Emitted : Red
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.7047 0.7045
y= 0.2952 0.2954
0.34
0.33
0.32
0.31
> —=-51
0.29 - 2
0.28 -
0.27 -
0.26 -
0.25

0.64 065 066 067 068 069 0.7 071 072 073 0.74

Remarks
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Test Component 11-CVv019/ 11-CV020
Applicant : Morimoto Lighting
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TAIL LAMP TEST REPORT

Test Component 11-CV019/ 11-CV020
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/8/4 - 2020/11/10
Report Number 108-ISOQA-20-0560
Number of devices tested See below
Light source Designation LED x 48

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

/méa&ay_

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : November 17, 2020
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Test Component : 11-CVv019/ 11-CV020 I
www.isoga.org | isoga@isoga.org

Applicant : Morimoto Lighting
PHYSICAL INSPECTION

Inspection Perfformed by : Bo Yang Lee Date : 2020/8/4

. LH: DOT SAE STRI 19 11-CV020
Marking on Lens RH: DOT SAE STRI 19 11-CV019
Marking on Housing 12V
Lens Material CHIMEI Corporation ACRYREX CM-205 POLYMETHYL METHACRYLATE

S-001 SMOKE

Coating of External Lens -
Trade No/ Designation| LED

Light Sources Used Quantity 48
Rated Voltage 12V

Remarks




Report No. : 108-ISOQA-20-0560

Test Component

Applicant

11-CV019/ 11-CV020
Morimoto Lighting

IS@QA
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Test Performed by
Test distance(m)
Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date 2020/8/4
3.16 m Light Source Designation LED x 48
128V Lighted Sections 3

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
18.37 18.02 1.02 15.93 15.66 1.02
Test Points Zone Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
(cd) (cd) Measured " Measured

5U - 20L 1 0.7 25 8.710 10.820
5D - 20L 1 0.7 - 8.510 9.080
10U - 5L 1 1 25 13.440 12.100
10D - 5L 1 1 - 12.470 13.640
5U - 10L 2 2 25 14.490 14.590
H-10L 2 2 25 14.480 14.060
5D - 10L 2 2 - 13.560 13.540
5U-V 3 4.5 25 18.320 15.770
H-5L 3 5 25 16.910 15.360
H-V 3 5 25 18.020 15.660
H-5R 3 5 25 17.200 14.760
5D-V 3 4.5 - 17.050 14.970
5U - 10R 4 2 25 15.490 12.990
H-10R 4 2 25 14.700 13.150
5D - 10R 4 2 - 14.120 12.750
10U - 5R 5 1 25 13.880 11.210
10D - 5R 5 1 - 12.760 12.900
5U - 20R 5 0.7 25 10.350 8.310
5D - 20R 5 0.7 - 9.490 8.460
Visibility below HH 0.05 - 0.690 0.740
. (0.690) (0.760)

Visibility on or above HH 0.05 25
18.600 16.570

Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)

1 3.5 43.130 45.640
2 6 42.530 42.190
3 24 87.500 76.520
4 6 44.310 38.890
5 3.5 46.480 40.880

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
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ISEQA

Test Component : 11-CVv019/ 11-CV020 ———
Applicant : Morimoto Lighting www.isoqa.org | isoga@isoga.org
COLOR TEST

Test Performed by : BoYangLee Date 2020/11/10
Test distance(m) : 3.073m Light Source Designation LED x 48
Color of Light Emitted : Red
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.7046 0.7048
y= 0.2952 0.2951
0.34 -

0.33 +

0.32 +

0.31 -

0.3 +

0.29 +

0.28 ~

0.27 -

0.26 ~

0.25

0.64 065 0.66 0.67 0.68

Remarks

0.69

0.7

0.71

0.72 0.73 0.74
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Test Component 11-CVv019/ 11-CV020
Applicant : Morimoto Lighting
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STOP LAMP TEST REPORT

Test Component 11-CV019/ 11-CV020
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/8/4 - 2020/11/10
Report Number 108-1ISOQA-20-0560
Number of devices tested See below
Light source Designation LED x 24

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

MW

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : November 17, 2020
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Test Component : 11-CVv019/ 11-CV020 I

Applicant : Morimoto Lighting

www.isoga.org | isoga@isoga.org

Inspection Performed by

PHYSICAL INSPECTION

Bo Yang Lee Date : 2020/8/4

Marking on Lens

LH: DOT SAE STRI 19 11-CV020
RH: DOT SAE STRI 19 11-CV019

Marking on Housing 12V
Lens Material CHIMEI Corporation ACRYREX CM-205 POLYMETHYL METHACRYLATE
S-001 SMOKE

Coating of External Lens

Light Sources Used

Trade No/ Designation| LED
Quantity 24
Rated Voltage 12V

Remarks

EFFECTIVE PROJECTED LUMINOUS LENS AREA

Test Performed by

Bo Yang Lee Date : 2020/8/4

Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

VEIIE T3 buses of less than 2032 mm in overall width

Method of determination Projected

Effective projected illuminated area Requirement Value Result
of lens (mm?) 5000 6936 PASSED

Remarks
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Test Component : 11-CVv019/ 11-CV020 I
Applicant : Morimoto Lighting www.isoga.org | isoga@isoga.org
PHOTOMETRY TEST

Test Performed by : BoYanglLee Date : 2020/8/4
Test distance(m) : 3.167m Light Source Designation : LED x 24
Tested Voltage 128V Lighted Sections 3
_ Sample 1 (LHM) Sample 2 (RHM)
(aiii?gi‘;S‘:;”'SrfEazrgg) 1 min., Steady Ratio 1 min., Steady Ratio
250.20 215.80 1.16 278.30 242.00 1.15
. Rto. Minimum Maximum Sample 1 (LHM) Sample 2 (RHM)
Test Points Zone
Tail Lamp (cd) (cd) Rto Measured " Rto Measured "
5U - 20L 1 3 15 420 3.8 33.140 3.1 33.830
5D - 20L 1 3 15 420 3.5 29.890 3.2 29.330
10U - 5L 1 3 22 420 5.1 68.060 6.4 77.310
10D - 5L 1 3 22 420 4.5 56.030 6.1 82.600
5U - 10L 2 3 40 420 6.8 97.900 7.7 111.900
H-10L 2 3 55 420 9.3 134.400 101 142.000
5D - 10L 2 3 40 420 7.6 102.600 7.8 105.100
5U -V 3 5 95 420 8.7 159.700 11.6 182.200
H-5L 3 5 110 420 11.9 201.200 13.9 214.100
H-V 3 5 110 420 12.0 215.800 15.5 242.000
H-5R 3 5 110 420 10.4 179.100 13.8 203.500
5D -V 3 3 95 420 9.7 165.100 12.6 189.000
5U - 10R 4 3 40 420 6.2 96.800 7.9 102.600
H-10R 4 3 55 420 8.6 126.900 101 132.700
5D - 10R 4 3 40 420 6.6 93.400 9.1 115.800
10U - 5R 5 3 22 420 4.5 62.990 5.9 66.570
10D - 5R 5 3 22 420 4.1 52.390 6.6 85.400
5U - 20R 5 3 15 420 3.1 32.260 3.6 29.680
5D - 20R 5 3 15 420 3.2 30.610 4.3 36.790
o (0.917) (0.802)
Visibility 0.3 420 - -
218.619 246.383
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 70 187.120 223.070
2 135 334.900 359.000
3 520 920.900 1030.800
4 135 317.100 351.100
5 70 178.250 218.440

M

The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
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11-CV019/ 11-CV020
Morimoto Lighting

Test Component

Applicant

ISEQA

1 T 1NNl
www.isoga.org | isoga@isoga.org

COLOR TEST
Test Performed by Bo Yang Lee Date 2020/11/10
Test distance(m) 3.073 m Light Source Designation LED x 24
Color of Light Emitted Red
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.7059 0.7061
y= 0.2939 0.2938
034 e o S
033 - |
032 -
031 -
%3 =51
0.29 - 2
0.28 -
0.27 -
0.26 -
0.25 . . . . . . . . . |
0.64 065 066 0.67 068 069 07 071 072 073 074

Remarks
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Test Component 11-CVv019/ 11-CV020
Applicant : Morimoto Lighting
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BACKUP LAMP TEST REPORT

Test Component 11-CV019/ 11-CV020
Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2020/8/4 - 2020/11/10
Report Number 108-ISOQA-20-0560
Number of devices tested See below
Light source Designation LED x 16

SUMMARY
Test Description Test Results

Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
- Dust Test Not Tested -
- Moisture Test Not Tested -
- Corrosion Test Not Tested -
- Vibration Test Not Tested -
Remarks

Ma//,a,%

Signature of Responsible Laboratory Official
Title 1 Laboratory Manager
Date: : November 17, 2020
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Test Component : 11-CVv019/ 11-CV020 I
www.isoga.org | isogqa@isoga.org

Applicant : Morimoto Lighting
PHYSICAL INSPECTION

Inspection Perfformed by : Bo Yang Lee Date : 2020/8/4
Marking on Lens LH: DOT SAE STRI 19 11-CV020

9 RH: DOT SAE STRI 19 11-CV019
Marking on Housing 12V
Lens Material CHIMEI Corporation ACRYREX CM-205 POLYMETHYL METHACRYLATE

S-001 SMOKE

Coating of External Lens -
Trade No/ Designation| LED

Light Sources Used Quantity 16
Rated Voltage 12V

Remarks
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Test Component

Applicant

11-CV019/ 11-CV020
Morimoto Lighting

IS@QA
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Test Performed by
Test distance(m)
Tested Voltage

PHOTOMETRY TEST
Bo Yang Lee Date 2020/8/4
3.167 m Light Source Designation LED x 16
128V Lighted Sections -

Steady Burning at H-V

Sample 1 (LHM)

Sample 2 (RHM)

(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
174.00 152.20 1.14 171.30 160.00 1.07
: Two Lamps System Sample 1 (LHM) Sample 2 (RHM)
Test Points Zone — IVIGXITTTUTT
Minimum (cd) (o) Measured Measured
5U - 45L 1 15 300 28.370 57.840
H - 45L 1 15 300 33.310 116.200
5D - 45L 1 15 - 30.330 110.400
H - 30L 2 25 300 66.580 151.800
5D - 30L 2 25 - 55.760 152.100
10U - 10L 3 10 300 37.350 45.100
10U -V 3 15 300 42.050 41.390
10U - 10R 3 10 300 44.860 33.440
5U - 10L 3 20 300 71.780 70.320
5U-V 3 25 300 85.400 69.550
5U - 10R 3 20 300 90.100 68.010
H-10L 4 50 300 122.200 184.200
H-V 4 80 300 152.200 160.000
H-10R 4 50 300 172.900 136.700
5D - 10L 4 50 - 91.600 177.600
5D-V 4 80 - 114.400 160.500
5D - 10R 4 50 - 129.800 136.900
H - 30R 5 25 300 149.200 70.240
5D - 30R 5 25 - 113.900 77.520
5U - 45R 6 15 300 67.470 27.680
H-45R 6 15 300 106.300 36.870
5D - 45R 6 15 - 81.300 38.020
Maximum - 300 183.201 186.894
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 (LHM) Sample 2 (RHM)
1 45 92.010 284.440
2 50 122.340 303.900
3 100 371.540 327.810
4 360 783.100 955.900
5 50 263.100 147.760
6 45 255.070 102.570

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
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Test Component : 11-CVv019/ 11-CV020 — —
Applicant : Morimoto Lighting wwwisoqa.org | isoqa@isoqa.org
COLOR TEST

Test Performed by : BoYangLee Date 2020/11/10
Test distance(m) : 3.073m Light Source Designation LED x 16
Color of Light Emitted : White
Sample 1 (LHM) Sample 2 (RHM)
Color emitted from HV point X= 0.3322 0.3232
y= 0.3600 0.3481
0.45 -

0.425 A

0.4 A

0.375

0.35 +

0.325 A

0.3 -

0.275 T T T T
0.275 0.3 0.325 0.35 0.375

0.4

0.425 0.45 0.475 0.5 0.525

Remarks
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Test Component 11-CV019/ 11-CVv020 c = — 1 I
www.isoqa.org | isoga@isoga.org

Applicant : Morimoto Lighting

Front View Side View

Top View Rear View
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Test Component : 11-CVv019/ 11-CV020 —— — EEEEEE
www.isoga.org | isoga@isoga.org

Applicant : Morimoto Lighting

Turn Signal Lamp Tail Lamp

Stop Lamp Backup Lamp

LH: DOT SAE STRI 19 11-CV020
RH: DOT SAE STRI 19 11-CV019

LH: DOT SAE STRI 19 11-CV020
RH: DOT SAE STRI 19 11-CV019

Marking
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