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WARNING: IT IS THE INSTALLERS RESPONSIBILITY TO CONFIRM COMPLIAN CE WITH STATE AND LOCAL LAWS. BY 
READING THIS DOCUMENT, YOU AGREE IT IS ONLY TO BE USED AS AN EDU CATIONAL GUIDE. MORIMOTO LIGHTING NOR 
ITS DEALERS MAKE GUARANTEES ON ANY FINISHED RESULTS, NOR ARE THE Y TO BE HELD RESPONSIBLE FOR ANY 
DAMAGE, MISUSE, OR PERSONAL INJURIES. IF YOU ARE UNABLE TO CLEAR LY UNDERSTAND AND ADAPT THE 
INFORMATION BELOW, PROFESSIONAL INSTALLATION IS RECOMMENDED.

BAF068

BRIGHT IS ONLY THE BEGINNING

4BANGER FOG BRACKETS: 19 -21 SILVERADO 
1500, 20 -23 SILVERADO HD
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2X (PAIR) FOG LIGHT 
BEZELS

2X INPUT ADAPTER 
HARNESSES

4X T30 TORX SCREWS

2X 4BANGER SAE WIDE 
POD LIGHTS

OPTIONAL ADD -ONS

4BANGER FOG BRACKETS: 19 -21 
SILVERADO 1500, 20 -23 SILVERADO HD
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REQUIRED TOOLS

• RATCHET

• 7MM SOCKET

• T30 TORX DRIVER

• SMALL PRY TOOL

WHAT’S INCLUDED
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DISASSEMBLY

3. USING A SMALL PRY TOOL, PRY THE HARNESS CLIP OUT OF THE TAB ON THE FOG LIGHT 
HOUSING AND MOVE THE HARNESS TO THE SIDE

1. UNDERNEATH THE FRONT END OF THE TRUCK, LOCATE THE BACK OF THE FACTORY FOG 
LIGHT HOUSING

2. DISCONNECT THE FOG LIGHT WIRING FROM THE HOUSING BY PULLING BACK THE RED 
LOCK - TAB INTO THE “UNLOCKED” POSITION, AND THEN DEPRESSING THE RELEASE TAB 
ON THE CONNECTOR AND PULLING AWAY FROM THE HOUSING
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DISASSEMBLY

5. REPEAT STEPS 1 - 4 ON THE OPPOSITE SIDE OF THE TRUCK

4. REMOVE THE THREE 7MM SCREWS THAT SECURE THE FOG LIGHT ASSEMBLY TO THE 
BUMPER, AND REMOVE THE HOUSING FROM THE TRUCK
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INSTALLATION

7. FIT THE FOG LIGHT BEZEL INTO THE FOG LIGHT CAVITY AND SECURE IT USING THE THREE 
ORIGINAL 7MM SCREWS YOU REMOVED EARLIER

6. FIT THE 4BANGER POD INTO THE BACK OF THE NEW FOG LIGHT BEZEL AND SECURE IT 
USING TWO OF THE  INCLUDED T30 TORX SCREWS. TIGHTEN THEM DOWN UNTIL LOOSELY 
HAND - TIGHT. DO THIS WITH BOTH FOG LIGHT BEZELS/4BANGER PODS
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INSTALLATION

9. PLUG THE INCLUDED ADAPTER HARNESS IN - LINE BETWEEN THE 4BANGER AND THE 
FACTORY FOG LIGHT CONNECTOR

8. PUSH THE WIRE HARNESS CLIP INTO THE HOLE ON THE BACK OF THE FOG LIGHT BEZEL TO 
SECURE IT

10. REPEAT STEPS 7 - 9 ON THE OPPOSITE SIDE

11. GET IN THE VEHICLE AND CONFIRM THAT THE FOG LIGHTS ARE WORKING PROPERLY. IF 
EITHER OF YOUR LIGHTS DO NOT TURN ON, UNPLUG THE CONNECTOR, FLIP IT OVER, AND 
RECONNECT
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12. WITH THE VEHICLE PARKED ON LEVEL GROUND, 25’ FROM A  WALL,  MEASURE THE DISTANCE 
FROM THE GROUND TO THE CENTER OF THE FOG LIGHT. TILT THE FOG LIGHT UP/DOWN TO 
ADJUST THE AIM OF THE BEAM. THERE SHOULD BE A 4” DROP FROM THE CENTER OF THE FOG 
LIGHT ON THE CAR, TO THE TOP OF THE BEAM ON THE WALL. ONCE YOU’VE GOT THE POD 
AIMED, FULLY HAND - TIGHTEN THE T30 TORX SCREW ON EACH SIDE OF THE POD TO SECURE IT 
IN PLACE. DO NOT USE POWER TOOLS, DO NOT OVERTIGHTEN, NO UGGA DUGGAS

AIMING
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