
1

4BANGER FOG BRACKETS: TYPE F3 (SET)

WARNING: IT IS THE INSTALLERS RESPONSIBILITY TO CONFIRM COMPLIAN CE WITH STATE AND LOCAL LAWS. BY 
READING THIS DOCUMENT, YOU AGREE IT IS ONLY TO BE USED AS AN EDU CATIONAL GUIDE. MORIMOTO LIGHTING NOR 
ITS DEALERS MAKE GUARANTEES ON ANY FINISHED RESULTS, NOR ARE THE Y TO BE HELD RESPONSIBLE FOR ANY 
DAMAGE, MISUSE, OR PERSONAL INJURIES. IF YOU ARE UNABLE TO CLEAR LY UNDERSTAND AND ADAPT THE 
INFORMATION BELOW, PROFESSIONAL INSTALLATION IS RECOMMENDED.

BAF071

BRIGHT IS ONLY THE BEGINNING
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4BANGER FOG BRACKETS: TYPE F3

TABLE OF CONTENTS

FOG LIGHT BRACKET ASSEMBLY

VEHICLE DISASSEMBLY

FOG LIGHT INSTALLATION

WIRING

AIMING

PAGE

3

4

11

12

17

WHAT’S INCLUDED

BRACKET KIT (BAF071)

2X (PAIR) FOG LIGHT 
BEZELS

2X (PAIR) 4BANGER 
F3 BRACKETS

1X HARDWARE KIT

WIRING KIT ( BAF071H)

2X 2 -PIN DEUTSCH 
SPLITTERS

2X OE LED INPUT 
ADAPTERS

1X 9005 HALOGEN 
INPUT HARNESS

4BANGER POD LIGHTS

4X (2X PAIR) 4BANGERS      
(WHITE OR YELLOW, NCS  OR HXB )

6X T25 TORX SCREWS

2X T30 TORX SCREWS

2X LOCK NUTS

2X 8MM SPACERS



4

4BANGER FOG BRACKETS: TYPE F3

REQUIRED TOOLS

• PLASTIC PRY TOOL

• RATCHET

• 7MM SOCKET

• 8MM SOCKET

• 10MM SOCKET

• 21MM SOCKET

• T25 TORX BIT

• T30 TORX BIT

• T50 TORX BIT

• 17MM WRENCH

4X U -BRACKETS 1 X HARDWARE KIT

RELAY HARNESS(ES) (BAF000H)           
(1X FOR OE HALOGEN, 2X FOR OE LED)

1X RELAY HARNESS 1X 1.25M DEUTSCH  
EXTENSION 
HARNESS

TOP -MOUNT U -BRACKETS (2x BAF047)

4X CARRIAGE BOLTS

4X WASHERS

4X LOCK NUTS

16X T20 TORX SCREWS

1X UPFITTER SWITCH 
INPUT (NOT USED 
FOR FOG LIGHT KIT)
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FOG LIGHT INSTALLATION

2. SECURE THE 4BANGER U - BRACKETS TO  THE 4BANGERS USING THE PROVIDED T20 TORX 
SCREWS, AND THEN SECURE THE U - BRACKETS TO THE FOG LIGHT BRACKET USING THE 
PROVIDED CARRIAGE BOLTS, WASHERS, AND 17MM LOCK NUTS

1. SECURE THE FOG LIGHT BRACKET TO THE FOG LIGHT BEZEL USING THREE OF THE 
PROVIDED T25 SCREWS

3. REPEAT STEPS 1 AND 2 WITH THE OTHER BRACKET AND BEZEL
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DISASSEMBLY

6. REMOVE THE FOUR 10MM BOLTS (RED) AND TWO PLASTIC PUSH CLIPS (YELLOW) THAT 
SECURE THE TOP OF THE GRILLE ASSEMBLY

4. RAISE THE HOOD OF THE VEHICLE

5. REMOVE THE FOURTEEN PLASTIC PUSH CLIPS THAT SECURE THE RADIATOR COVER TO 
THE TOP OF THE GRILLE ASSEMBLY AND REMOVE THE RADIATOR COVER FROM THE 
TRUCK
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DISASSEMBLY

8. MOVING TO THE FRONT WHEEL WELL OF THE TRUCK, REMOVE THE TWO 7MM SCREWS 
THAT SECURE THE FRONT BUMPER TRIM TO THE TRUCK. WITH THE SCREWS REMOVED, 
PRY THE SIDE OF THE BUMPER TRIM OUT AWAY FROM THE FENDER. REPEAT THIS ON THE 
OPPOSITE SIDE OF THE TRUCK

7. IF EQUIPPED, DISCONNECT THE FRONT GRILLE HARNESS AND FRONT CAMERA WASHER 
FITTING, AND PRY LOOSE THE PLASTIC CLIP SECURING THE HARNESS TO THE GRILLE 
ASSEMBLY
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DISASSEMBLY

10. REMOVE THE TWO 8MM SCREWS (ONE PER SIDE) THAT SECURE THE LOWER CORNERS OF 
THE GRILLE ASSEMBLY TO THE VEHICLE. WITH THOSE SCREWS REMOVED, PULL THE 
GRILLE AWAY FROM THE TRUCK TO REMOVE IT, AND SET IT ASIDE

9. RELEASE THE BUMPER TRIM FROM THE GRILLE BY PULLING IT FORWARD, AWAY FROM 
THE VEHICLE. REMOVE THE BUMPER TRIM AND SET IT ASIDE
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DISASSEMBLY

12. USE A PRY TOOL TO PRY THE BUMPER HARNESS CONNECTOR LOOSE FROM THE FRONT 
FRAME RAIL

11. DISCONNECT THE  FRONT BUMPER HARNESS BY DEPRESSING THE BLACK CLIP ON THE 
CONNECTOR, THEN FLIPPING THE GREY LATCH BACK AND PULLING THE CONNECTOR 
APPART
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DISASSEMBLY

14. WITH THE FRONT BUMPER HARDWARE REMOVED, PULL THE BUMPER STRAIGHT 
FORWARD OFF OF THE TRUCK. SET IT FACE DOWN ON A SOFT OR PADDED WORK SURFACE 
TO PREVENT SCRATCHING THE FRONT OF IT, SUCH AS A PADDED WORK STAND OR A 
BENCH OR TABLE WITH A TOWEL OVER IT

13. REACHING BEHIND THE FRONT BUMPER, REMOVE THE THREE 21MM NUTS ON EITHER 
SIDE (SIX TOTAL) THAT SECURE THE BUMPER TO THE FRONT FRAME RAILS
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DISASSEMBLY

16. IF YOUR VEHICLE IS EQUIPPED WITH THE ACTIVE FRONT AIR DAM, REMOVE THE THREE 
13MM BOLTS THAT SECURE IT TO THE BUMPER ON EITHER SIDE (SIX TOTAL) AND LEAN THE 
AIR DAM ASSEMBLY BACK OUT OF THE WAY

15. ON THE BACK SIDE OF THE BUMPER, DISCONNECT THE FOG LIGHT CONNECTOR AND PRY 
LOOSE  THE TWO HARNESS CLIPS (SOME MODELS MAY ONLY HAVE ONE) ON THE BACK 
SIDE OF THE FOG LIGHT ASSEMBLY. DO THIS ON BOTH SIDES.
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DISASSEMBLY

18. NOW THAT THE FOG LIGHT ASSEMBLIES ARE REMOVED, MOVE THE ACTIVE AIR DAM 
ASSEMBLY BACK INTO PLACE AND REINSTALL THE TWO LOWER BOLTS ON EITHER SIDE (IF 
EQUIPPED)

17. REMOVE THE FOUR T30 TORX BOLTS (RED) THAT SECURE THE FOG LIGHT ASSEMBLY TO 
THE BUMPER, AS WELL AS THE 13MM BOLT (YELLOW) LOCATED JUST ABOVE THE FOG 
LIGHT ASSEMBLY.  WITH THE HARDWARE REMOVED, REMOVE THE FOG LIGHT HOUSING 
AND SET IT ASIDE. REPEAT THIS PROCESS ON THE OPPOSITE SIDE OF THE VEHICLE
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FOG LIGHT INSTALLATION

20.
A) IF YOUR TRUCK CAME EQUIPPED WITH THE ACTIVE AIR DAM, REINSTALL THE UPPER 
FACTORY BOLT THROUGH THE FOG LIGHT BRACKET’S LOWER ARM TO SECURE BOTH TO 
THE BUMPER

B)  IF YOUR TRUCK DID NOT COME WITH THE ACTIVE AIR DAM AND THEREFORE DOES NOT 
HAVE A THREADED C - CLIP IN THIS POSITION, FIT THE PROVIDED SPACER IN BETWEEN THE 
FOG LIGHT BRACKET AND THE BUMPER, AND SECURE IT USING THE PROVIDED T30 TORX 
BOLT AND NYLON LOCK NUT

19. POSITION THE NEW 4BANGER FOG LIGHT ASSEMBLY INTO THE FOG LIGHT CAVITY IN THE 
BUMPER AND SECURE IT WITH THE TWO FACTORY BOLTS YOU REMOVED FROM ABOVE 
THE OEM FOG LIGHT

FIGURE A FIGURE B

21. REPEAT STEPS 19 AND 20 WITH THE OTHER FOG LIGHT ASSEMBLY ON THE OPPOSITE SIDE 
OF THE TRUCK
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WIRING

23. ROUTE THE INPUT AND OUTPUTS OF YOUR HARNESS(ES) DOWN BEHIND THE PASSENGER 
SIDE HEADLIGHT AND OUT IN FRONT OF THE FRAME. IF YOU HAVE FACTORY LED FOG 
LIGHTS AND ARE INSTALLING TWO HARNESSES, WE RECOMMEND BUNDLING THE INPUT 
AND TWO OUTPUTS FROM EACH TOGETHER WHILE ROUTING TO MAKE SURE YOU KEEP 
THE TWO HARNESSES SEPARATED

22. LAY OUT YOUR RELAY HARNESS(ES) IN THE ENGINE BAY NEXT TO THE BATTERY. FIND A 
SUITABLE LOCATION TO MOUNT YOUR RELAY(S), UPRIGHT (WIRES COMING OUT OF THE 
BOTTOM) NEAR ENOUGH TO THE BATTERY THAT THE POWER AND GROUND RING 
TERMINALS ON THE HARNESS(ES) CAN REACH THE CORRESPONDING POSTS ON THE 
BATTERY
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REASSEMBLY

25. RECONNECT THE FRONT BUMPER HARNESS AND RESECURE IT TO THE FRONT FRAME RAIL 
VIA THE PUSH - CLIP ON THE BOTTOM OF THE CONNECTOR

24. REINSTALL THE FRONT BUMPER ONTO THE TRUCK AND SECURE IT USING THE SIX 
FACTORY 21MM NUTS
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WIRING

26. IDENTIFY YOUR FACTORY FOG LIGHTS AND PROCEED TO THE APPROPRIATE PAGE FOR 
THE APPROPRIATE WIRING INSTRUCTIONS FOR YOUR APPLICATION

FACTORY LED FOG LIGHTS (DUAL RELAY HARNESS) –  PROCEED TO PAGE 16

FACTORY HALOGEN FOG LIGHTS (SINGLE RELAY HARNESS) –  PROCEED TO PAGE 15
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WIRING DIAGRAM WITH OE HALOGEN

27. CONNECT THE INCLUDED EXTENSION TO ONE OF THE OUTPUTS ON THE RELAY HARNESS 
AND CONNECT ONE OF THE INCLUDED OUTPUT SPLITTERS ONTO THE END OF THAT 
EXTENSION. ROUTE THAT EXTENSION ACROSS THE BACKSIDE OF THE FRONT BUMPER 
AND CONNECT IT TO EACH OF THE TWO DRIVER - SIDE 4BANGERS

28. CONNECT THE OTHER SPLITTER TO THE OTHER OUTPUT ON THE HARNESS AND CONNECT 
THOSE TWO CONNECTORS TO EACH OF THE TWO PASSENGER - SIDE 4BANGERS

29. CONNECT THE INCLUDED OE INPUT ADAPTER TO THE INPUT CONNECTOR ON THE 
HARNESS, AND THEN TO THE PASSENGER - SIDE FACTORY FOG LIGHT CONNECTOR

30. CONNECT THE “BATTERY (+)”  RING TERMINAL TO THE POSITIVE POST ON THE BATTERY

31. CONNECT THE “GROUND ( - )” RING TERMINAL TO THE NEGATIVE POST ON THE BATTERY
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WIRING DIAGRAM FOR OE LED

32. BEGINNING WITH THE PASSENGER - SIDE HARNESS, CONNECT THE TWO HARNESS 
OUTPUTS TO  THE TWO PASSENGER - SIDE 4BANGERS

33. CONNECT ONE OF THE INCLUDED OE INPUT ADAPTERS TO THE INPUT CONNECTOR ON 
THE HARNESS, AND THEN TO THE PASSENGER - SIDE FACTORY FOG LIGHT CONNECTOR

34. YOU SHOULD HAVE TWO OUTPUT EXTENSIONS (ONE INCLUDED WITH EACH HARNESS). 
MOVING TO THE DRIVER - SIDE HARNESS, CONNECT AN OUTPUT EXTENSION TO EACH OF 
THE TWO OUTPUTS ON THE HARNESS. ROUTE THE OUTPUTS/EXTENSIONS ACROSS THE 
BACKSIDE OF THE FRONT BUMPER AND CONNECT THOSE TO EACH OF THE TWO DRIVER -
SIDE 4BANGERS

35. INSTALL THE OTHER OE INPUT ADAPTER ONTO THE INPUT ON THE DRIVER - SIDE HARNESS. 
ROUTE THE INPUT ACROSS THE BUMPER LIKE YOU DID FOR THE OUTPUTS, AND CONNECT 
IT TO THE DRIVER - SIDE FACTORY FOG LIGHT CONNECTOR

36. CONNECT THE “BATTERY (+)”  RING TERMINAL FROM EACH HARNESS TO THE POSITIVE 
POST ON THE BATTERY

37. CONNECT THE “GROUND ( - )” RING TERMINAL FROM EACH HARNESS TO THE NEGATIVE 
POST ON THE BATTERY
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REASSEMBLY

42. WITH YOUR FOG LIGHTS PROPERLY AIMED, REASSEMBLE THE REST OF THE FRONT - END 
OF THE VEHICLE IN THE REVERSE ORDER OF DISASSEMBLY

38. GET IN THE TRUCK AND CONFIRM THAT THE FOG LIGHTS ARE WORKING PROPERLY

39. WITH THE WIRING CONNECTED, FIND A SUITABLE LOCATION IN THE ENGINE BAY NEAR 
YOUR BATTERY AND SECURE THE RELAY FOR EACH HARNESS

40. GO BACK THROUGH YOUR WIRING AND SECURE ALL EXCESS/LOOSE WIRING OUT OF THE 
WAY. MAKE SURE THE HARNESSES ARE CLEAR OF ANY MOVING COMPONENTS, OR 
COMPONENTS THE GENERATE EXCESSIVE HEAT

41. FOLLOW THE INSTRUCTIONS BELOW TO PROPERLY AIM YOUR FOG LIGHTS. ONCE YOU’VE 
SET THE AIM OF THE LIGHTS, GO BACK AND TIGHTEN DOWN THE SCREWS SECURING THE 
PODS TO THE BRACKET. IF YOU ARE NOT USING THE PODS AS FOG LIGHTS, SET YOUR AIM 
AS DESIRED AND TIGHTEN DOWN THE HARDWARE

▪ WITH THE TRUCK PARKED ON LEVEL GROUND, 25’ FROM A  WALL,  MEASURE THE 
DISTANCE FROM THE GROUND TO THE CENTER OF THE FOG LIGHT, AND THE DISTANCE 
FROM THE GROUND TO THE  TOP OF THE LIGHT’S  BEAM ON THE WALL. THERE SHOULD 
BE A 4” DROP FROM THE CENTER OF THE FOG LIGHT ON THE TRUCK, TO THE TOP OF THE 
BEAM ON THE WALL
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4BANGER FOG BRACKETS: TYPE F3 (SET)

- ENJOY YOUR NEW MORIMOTO 4BANGER FOG LIGHTS! -
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