
1

BRIGHT IS ONLY THE BEGINNING

LAMIN -X 7” ROUND RALLY RACE PPF X -COVERS

WARNING: IT IS THE INSTALLERS RESPONSIBILITY TO CONFIRM COMPLIAN CE WITH STATE AND LOCAL LAWS. BY 
READING THIS DOCUMENT, YOU AGREE IT IS ONLY TO BE USED AS AN EDU CATIONAL GUIDE. MORIMOTO LIGHTING NOR 
ITS DEALERS MAKE GUARANTEES ON ANY FINISHED RESULTS, NOR ARE THE Y TO BE HELD RESPONSIBLE FOR ANY 
DAMAGE, MISUSE, OR PERSONAL INJURIES. IF YOU ARE UNABLE TO CLEAR LY UNDERSTAND AND ADAPT THE 
INFORMATION BELOW, PROFESSIONAL INSTALLATION IS RECOMMENDED.
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WHAT’S INCLUDED

2X 7” LAMINX X -
COVER S
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FILM INSTALLATION

3. HOLDING ONTO THE VERY EDGES OF THE FILM, CENTER IT ON THE LENS AND PRESS 
DOWN FIRMLY IN THE CENTER TO SECURE IT. IF YOUR ALIGNMENT IS NOT PERFECT, THE 
ADHESIVE IS VERY FORGIVING AND CAN BE PULLED OFF AND REAPPLIED AS - NEEDED 
DURING INSTALL

4. MIST SOME WATER OVER THE TOP OF THE LAMIN - X AND USE YOUR THUMBS OR A PLASTIC 
SQUEEGEE (A CREDIT CARD WRAPPED IN A MICROFIBER TOWEL ALSO WORKS WELL) TO 
PRESS OUTWARD DOWN EACH ARM OF THE X TO SMOOTH OUT THE FILM AND SECURE IT 
TO THE LENS

1. THOROUGHLY CLEAN AND DRY THE SURFACE OF YOUR HEADLIGHT LENS TO ENSURE IT IS 
FREE OF DEBRIS OR OILS

2. PEEL THE PAPER BACKING OFF OF THE FILM AND LIGHTLY MIST THE ADHESIVE SIDE OF 
THE FILM WITH FILTERED WATER. TRY TO DIRECTLY TOUCH THE ADHESIVE AS LITTLE AS 
POSSIBLE 
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FILM INSTALLATION

5. TRIM ANY EXCESS MATERIAL FROM THE EDGES OF THE LIGHT USING A RAZOR BLADE

4. IF NECESSARY, USE A BLOW DRYER OR HEAT GUN ON LOW SETTING TO SLIGHTLY HEAT 
THE LAMIN - X AND PRESS ANY LIFTING AREAS. THIS CAN BE ESPECIALLY HELPFUL WHEN 
WRAPPING THE FILM AROUND THE EDGES OF THE LENS. DON’T HOLD THE HEAT TOO 
CLOSE OF FOR TOO LONG IN ONE SPOT, OR YOU MAY BURN THE FILM

6. ALLOW 12 HOURS TO CURE BEFORE EXPOSING TO THE ELEMENTS

7. FOR THE FIRST 24 HOURS AFTER INSTALL, INSPECT FOR AND REPAIR ANY LIFTING EDGES

YOU MAY NOTICE SMALL BUBBLES, CLOUDINESS (MOISTURE), AND MINOR SURFACE 
SCRATCHES AFTER INSTALL. THIS IS NORMAL. ALLOW A FEW DAYS TO A COUPLE OF WEEKS 
FOR IT TO DISAPPEAR

THE FILM CAN BE WASHED WITH THE SAME SOAP YOU USE ON YOUR CAR’S PAINT
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